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RMC – DUROGRIT 

DẦU NGOÀI TRỜI HOÀN THIỆN 1 LỚP 

SPRAYING APPLICATION (QUY TRÌNH SƠN PHUN) 

Application  
Quy trình sơn 

Instruction 
Hướng dẫn 

1. Preparation 
(Xử lý gỗ) 

- Sanding 150 on teak. 
Chà nhám 150 trên gỗ teak. 

- Clean/Remove the dust.  
- Lau và loại bỏ sạch bụi.  

2. Preparing the oil 
(Chuẩn bị dầu) 

- Stir the product well before application. Color Grassland Beige.  
Lắc, khuấy đều Durogrit màu Grassland Beige trước khi sử dụng 

- Filter the oil mixture with a filter bag when pouring into the spray gun.  
Lọc hỗn hợp dầu đã pha qua màng lọc khi đổ vào súng phun. 

3. Apply the oil 
(Phun dầu) 

- Spray the oil evenly with a thin layer on the surface.  
Phun đều dầu với 1 lớp mỏng lên  bề mặt. 

4. Let it dry for 3 hours 
(Để khô) 

- Let dry for about 3 hours. Complete curing takes place after 3 days (at 20°C 
/ 68°F). 
◦Keep in mind that low temperatures, low ventilation and high humidity 
significantly slow down the drying and curing process. 
(Để khô trong khoảng 3 giờ. Quá trình đóng rắn hoàn toàn diễn ra sau 3 ngày 
(ở 20°C / 68°F). 
◦Lưu ý rằng nhiệt độ thấp, thông gió kém và độ ẩm cao làm chậm đáng kể 
quá trình làm khô và đóng rắn. 

5. Make surface 
smoothing 
(optional) 

- After 12 hours, can use fine sandpaper 1500-2000 to gently stroke to 
remove wood hair and make the surface smoother. 
(Sau 12 tiếng, có thể sử dụng các loại giấy nhám mịn 1500-2000 vuốt nhẹ 
qua để lấy đi lông gỗ và giúp bề mặt láng mịn hơn.) 
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❖ Remark (Ghi chú): 

- Coverage (Depending on wood type, method of preparation and application.) 
Định mức (Tùy vào loại gỗ, phương pháp xử lý và áp dụng.) 
 Durogrit (Dầu hoàn thiện): 1L = 15 – 20 m2 *  

*Consumption depends on the type of wood, weathering and preparation. Old 
wood, wood that has been left untreated outdoors or grooved wood often absorbs 
more product. Therefore, always purchase slightly more product than for the 
recommended liter per m². You can use the leftover to maintain and touch up the 
surface with the same product. 

 
 

*After opening, the mixture is available in 1-2 hour.  
*Sau mở nắp, hỗn hợp sơn sử dụng được trong vòng 1-2 giờ.  

 

 

INSTRUCTION (HƯỚNG DẪN BẢO DƯỠNG) 
Cleaning instructions 
Regular cleaning can be done with Exterior Soap (Ecospray). Do not use any other cleaning 
products or detergents as these might affect the protection! 
 
Maintenance instructions 
In general, we recommend a yearly visual check-up just after winter season. 
 
Please check for the presence of the following two points: 
a. Dirt & green deposits; clean with low pressure water and a soft brush or use Exterior Soap 
(consult Technical Data Sheet before use) 
b. Fading of colours 
 
If necessary (concerning point b), apply a maintenance coat according to the instructions. The 
frequency of maintenance depends on the weather conditions, exposure, geographical situation, 
solar orientation, wood type (softwood vs hardwood) and colour. In normal weather conditions: 
•Vertical surfaces every 3-5 years 
•Horizontal surfaces every year 
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INFORMATIONAL 
IMPORTANT 
 
The pigment present in the various DuroGrit colours helps protect the wood from greying. 
 
PLEASE NOTE: Although DuroGrit offers state-of-the-art UV protection, the result still depends on 
the chosen colour and wood type. As a rule of thumb, the darker the colour, the better the 
durability. Some wood types, especially thermally modified wood, are extremely sensitive to 
colour change due to exposure to UV light. For these wood types we recommend using a dark 
colour. 
 
We advise using white and pastel colours on softwood only. 
Foxy Brown is the natural look for ipé, bankirai and cumaru. Grassland Beige is the natural look for 
pine, teak,larch and douglas. 
  


